1. Please download the aproproiate trial version of Laserburn from:

https://lightburnsoftware.com/pages/trial-version-try-before-you-buy

PS. If you think the trial version is good, you could pay for it.
2. Install the software in your computer and run it.
3. Launch the application from your computer (Windows, MAC, Linux).

4. Ifit's the first time you lauch LightBurn you will be prompted for the New

Device Wizard.

5. Select GRBL and press Next Button.

a New Device Wizard

Pick your laser or controller from this list:

@ Gistroy (GRBL) ”
grbl creL /

grbl GraL-Lpc

grbl GREL-M3 (1.1¢ or earlien

lh.'j Kent Lasers Solo-SE

LASER | oot i o miv ni1

Next Cancel


https://lightburnsoftware.com/pages/trial-version-try-before-you-buy

6. Select Serial/USB and press Next.

& B New Device Wizard

gf'bl GREL device

How do you want to connect to it?

E Serial/USB /

| next || canca |

7.  Fill your Device Name, as well as X and Y axis and press Enter
a. Ortur Laser Master
b. X=400
c. Y=430

& B New Device Wizard

What would you like to call it?
(If you have more than one, use this to tell them apart)

Ortur Laser Masterg——_

What are the dimensions of the work area?

(The lengths, n mm, of my of your laser)
X Axis Length Y Axis Length 430 [$]







8. Select Front Left as your Origin X,Y and activate Auto “Home”, then press

Next.
& P New Device Wizard
Where is the origin of your laser?
(Where is X0, Y0 ?)
Rearleft () () Rear Right
Front Left Front Right
uto "home" your laser on startup?
Mext Cancel
9. Click Finish.

10. Select Ortur Laser Master and press Make Default.
(]

Your Device List

o4l *0Ortur Laser Master

GREL - Serial/USB
150mm x 160mm, origin at front left, home on startup

New Device Edit Make Default Remove

Cancel

Your Ortur Laser Master 2 is ready to be used in LaserBurn software.
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